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SUGGESTED PANEL CUTOUT

MATERIALS

SPECIFICATIONS

BODY:

Phenolic (PF), UL94 V-2

FUNCTION:
2P1T OFF—(ON)

1701 [432] A 1.449 [36.8]
| ACTUATOR: RATINGS:
Polyamide 6/6 (PA66), UL94 V-2 ANSI/UL 508 and CAN/CSA C22.2 No.14 (E195808):
Brass 20A 125VAC [cURus]
- SEALING MENERANE; 15A 277VAC [cURus]
5 g 3 2HP 125/250VAC [cUR
5 8 Polyvinyl Cholride (PVC) / [cURus]
& ~ CONTACT RESISTANCE:
" o SPRING: Initial: 50m Mox. ot 50VAC
9 2 Piano Wire
3 MOBILE CONTACT: ELECTRICAL LIFE:
Silver Plated bopper 6,000 Cycles [cURus]
\¢ TEMPERATURE:
CONTACTS: ing: —
Silver Clad Copper Operating: —20°C to 55°C [cURus]
. INGRESS PROTECTION:
Rl VcE S: P54
opper
TERMINALS: APPROVALS: RoHS
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2 E COLORS AND MARKINGS
g BODY COLOR:
3‘ | | | Black
§ 1 R ACTUATOR COLOR:
a == Al =2 Black
~
—1 l—— 1l $ MARKINGS:
b= None
MARKING COLOR:
© | Y Q. ' None
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o INCHES [MILLIMETERS]
BODY A 09/06/12 CAB
ColoRS A | os/oe/1s | o RVW4ED1100
MATERWLS A | 09/06/15 | caB +0.008 [+0.2] / +1°
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